
DISCONNECT

NON-FUSED
OPTIONAL

FUSED OR

G W R Y

L2L1G

LINE VOLTAGE:
LOW VOLTAGE:

W
H

IT
E

G
R

EE
N

230V
COIL

32

1

65

4

GREEN

ORANGE

ORANGE

C

F

H

CAP

CFM

C

S R
COMP

EBM

208

230

-
+

C

XFMER

CC

*TRANSFORMER
FACTORY SET POINT IS
230V, FIELD
ADJUSTMENT REQUIRED
FOR 208V APPLICATION.

ORANGE
BLUE

BLACK

BROWN

BLUE

RED

BLACK

BLACK
WHITE

PU
R

PL
E

BL
AC

K

HEAT SPEED
COOL SPEED

BLACK ORANGE

BLACK

HSD

IF USED

WHITE BLACK

D SERIES R410A 5-10KW 

SCHEMATIC WIRING DIAGRAM

SERVICE MANUAL EDITION - 3/17/2022

COMFORT PACK ELECTRIC

NO NC

C
1 62

TD

24V
COIL

32

1

65

4

1
2
3
4
5TB

WHITE
RED
YELLOW
BLUE
BLACK
ORANGE

HTR

HTR

FS

WHITE

WHITE

WHITE

BLACK
BLACK

BLACK

BLACK

W
H

IT
E

WHITE

+ -

M1 M2

M3 M4

24V
COIL

HL

HL

SEQ

SPEED TERMINAL
1 - HIGH
2 - MED HIGH
3 - MED
4 - MED LOW
5 - LOW

BLUE - COOL
1 TON = 5
1.5 TON = 3
2 TON = 2
2.5 TON = 1

SPEED CHART
ORANGE - HEAT
3 KW = 5
5 KW = 4
7 KW = 4
10 KW = 2

BR - BLOWER RELAY
CAP - DUAL CAPACITOR
CC - COMPRESSOR CONTACTOR
CFM - CONDENSER FAN MOTOR
COMP - COMPRESSOR
EBM - EVAPORATOR BLOWER MOTOR
FS - FUSE
HC - HEATER CONTACTOR

LPS - LOW PRESSURE SWITCH
HL - HIGH LIMIT SWITCH
HTR - ELECTRIC STRIP HEATER
SEQ - SEQUENCER
SF - SMART FAN CONTROL
TB - TERMINAL BOARD
TD - BLOWER TIME DELAY
TDOM - TIME DELAY ON MAKE

XFMER - TRANSFORMER
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