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24 VAC

DC MOTOR CONTROL BOARD

FAN

24VAC MUST BE PRESENT HERE 
FOR MOTOR TO OPERATE

LEAVE ALL CONTROL WIRES ATTACHED DURING TEST

How to test the DC Control Board
STEP 1:

Important: DO NOT run the D.C. Motor 
without the Wheel &/or Fan Blade.

DC+     DC-      R

National Comfort Products
An AeriTek Brand
539 Dunksferry Road  •  Bensalem, PA 19020-5908
(800) 523-7138 | www.nationalcomfortproducts.com 



DC+     DC-     R

C

CS1

CS2

CS3

CS4

HS1

HS2

HS3

R

24 VAC

DC MOTOR CONTROL BOARD

CONNECT TO TERMINAL 
THAT IS CALLING FOR 
FAN.
“CS” FOR COOLING / “HS” 
FOR HEATING.

COOLING 
CALL

HEATING 
CALL

FAN

24VAC MUST BE PRESENT HERE 
FOR MOTOR TO OPERATE
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How to test the DC Control Board
STEP 2:

Important: DO NOT run the D.C. Motor 
without the Wheel &/or Fan Blade.
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4.6 - 9.1
DC VOLTS

DC MOTOR CONTROL BOARD

FAN

DC 
SCALE

DC VOLTAGE CAN BE TAKEN AT EITHER
DC OUTPUTS

NOTE: JUMPER 
MUST CONNECT 
R & FAN

IF DC VOLTAGE 
IS WITHIN THIS 
RANGE, BOARD 
IS WORKING
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How to test the DC Control Board
STEP 3:

Important: DO NOT run the D.C. Motor 
without the Wheel &/or Fan Blade.


